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TABLE 1

Chemical composition of AISI H11 hot work tool steel in wt. %

C Si Mn Cr Mo V
0.38 1.10 0.40 5.00 1.30 0.40

The surface hardening of AISI H11 tool steel in its initial 
QT condition was carried out using fibre laser TruFiber 400 with 
a scanning optical head. The dimensions of the AISI H11 steel 
specimen and the used LSH parameters are depicted in Fig. 1.

Fig. 1. Sample dimensions and used LSH parameters

The microstructure analyses were carried out in a direction 
of the sample thickness using scanning electron microscope 
(SEM) JEOL JSM 7000F with energy dispersive X-ray (EDX) 
analyzer. The substructures of thin foils in QT and LSH states 
were characterized by transmission electron microscope (TEM) 
JEOL 2100F using bright field image mode. The prepared discs 
were electrolytically polished in a solution of CH3OH and HClO4 
at the ratio of 9:1 per volume, using a standard double-jet pro-
cedure. The polishing process was performed in the temperature 
range from –25°C to –15°C at polishing voltage of 18 V.

The microhardness measurements were conducted using 
Vickers microhardness tester LECO LM700 at applied load of 
50 g. The microhardness profiles were performed in the thickness 
direction of the sample, i.e. from the top surface of the sample to 
the base (substrate) material and in the direction perpendicular to 
laser beam tracks (i.e. parallel to the sample surface line) in the 
depth lines of 0.07 mm and 0.18 mm, respectively. With respect 
to the perpendicular direction, the microhardness was measured 
along the length of approximately 2 mm between two neighbor-
ing tracks from the centre of one laser beam track to the other.

Fig. 2. Wear track on disc specimen

The wear resistance of the LSH zone was evaluated at room 
temperature by the “ball-on-disc” method (ISO20808) using 
a stationary Al2O3 ball with 8 mm diameter, under a load of 5 N, 
at a speed of 0.1 m/s, with wear track radius and distance of 3 mm 
and 1000 m, respectively (Fig. 2). The size and morphology of 
the wear track was characterized using confocal microscope 
Sensofar PLu Neox.

3. Results and discussion

3.1. Microstructural analyses

Figure 3 shows a cross-sectional general view on the laser-
affected microstructure of studied AISI H11 tool steel with its 
four local sub-zones (Fig. 3a), microstructural details of the 
individual sub-zones (Fig. 3b-e), and the microstructure of base 
QT material unaffected by the used LSH process (Fig. 3f).

The most upper laser-affected zone i.e. the zone 1 (Fig. 3b) 
is characterized by re-melted dendritic microstructure consisting 
of dendrite cells with fresh non-tempered martensite, retained 
austenite and inter-dendritic carbidic network.  Occasionally, 
some original undissolved fine carbides are also present in this 
zone. This observation agrees well with findings of other authors 
[10-12] revealed in similar AISI H13 tool steel. The subsolidus 
microstructure just beneath the re-melted zone i.e. the zone 2 
(Fig. 3c) consists of fresh non-tempered martensite with original 
(undissolved) fine and coarsened carbides as a result of overheat-
ing of the original QT base material (substrate) microstructure. 
In contrast, the zone 3 (Fig. 3d) heated up to the normaliza-
tion temperature range above Ac3 transformation temperature 
exhibits still non-tempered martensite with fine undissolved 
carbides originating from the initial QT microstructure. The 
occurrence of fine dispersed carbides in this zone is related to 
its lower austenitization temperature, compared to the previous 
zone. Fig. 3e shows the microstructure of the over-tempered 
zone 4 heated up to the temperatures around Ac1 transformation 
temperature. This zone is characterized by the highest degree 
of tempering of the original QT martensitic microstructure. 
The microstructure of the original QT base material (Fig. 3f) is 
formed of tempered martensite with homogeneously distributed 
fine carbides which agrees well with findings of other studies 
on hot work tool steels [13-15].

The comparison of individual substructures of AISI H11 
tool steel in the initial QT condition and performed LSH treat-
ment is shown in Fig. 4. The substructure of QT base material 
is typically formed of tempered martensite with fine carbides 
(Fig. 4a), whereas the LSH state is characterized by the presence 
of non-tempered (newly formed) fresh martensite.

In addition, it can be seen that the application of LSH treat-
ment caused substantial refinement of martensite laths (Fig. 4a), 
compared to the substructure of the original base material in QT 
state (Fig. 4b). This observation qualitatively agrees with find-
ings by Gao et al. [16] who studied martensite transformation 
in high Cr heat-resistant steel during continuous cooling and 
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Fig. 3. SEM microstructures of AISI H11 tool steel: (a) general view on whole LSH microstructure with its four sub-zones; (b) zone 1; (c) zone 2; 
(d) zone 3; (e) zone 4; (f) original QT base material unaffected by laser treatment

Fig. 4. Substructural characteristics of the studied AISI H11 hot work tool steel: a) QT base material, b) LSH zone 2 according to Fig. 3

revealed that with increasing cooling rate the aspect ratio of 
martensite laths decreases and their density increases.

3.2. Microhardness measurements

The microhardness profiles in the thickness direction and 
in a direction perpendicular to the laser beam tracks are shown 
in Fig. 5.

The profile in Fig. 5a exhibits a steep microhardness gra-
dient which starts at the value of 820 HV corresponding to the 
re-melted zone 1 with dendritic microstructure. The maximal 
hardness of 857 HV is related to the fresh (newly-formed) 
non-tempered martensite microstructure of the zone 2 with the 
occurrence of fine and coarse carbides. The following gradual 
decreasing of hardness within the zone 3 was caused by the 
successive decreasing level of transformation (martensite) 
and precipitation (carbide) strengthening effects within the 
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quenched and tempered base material. The minimum hard-
ness value of 530 HV was measured within over-tempered 
zone. The microhardness measurements in perpendicular 
direction to laser beam tracks also show local softening due 
to overlapping of neighboring laser tracks.

• Comparison of wear track profiles of AISI H11 tool steel in 
individual material states showed for the laser surface hard-
ened condition the minimal penetration depth at maximum 
roughness. In addition, the specific wear rate decrease in 
laser surface hardened state showed the increase of surface 
wear resistance by 35%, compared to the initial quenched 
and tempered condition.
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Fig. 6. Cross-section of the wear track for AISI H11 steel: (a) As-received soft-annealed state; (b) quenched and tempered base material and (c) 
laser surface hardened condition

Fig. 7. Specific wear rate of individual material states of AISI H11 
tool steel




