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1. Introduction

In research practice, there are cases of not recognising or not detecting damage to steel 
ropes based on classic diagnostic methods. The work (Piskoty et al., 2009) contains the reasons 
for not detecting steel rope failures. For this purpose, four case studies of structural failures are 
presented, where the failed load carrying structure was based on wire ropes and the incidents 
occurred despite safety precautions. The second article (Peterka et al., 2014) shows the analysis 
of the damage to the rope in a hoist system of a drilling rig. The reason was the mixing of wires 
with different strength parameters, not to be detected with the classic magnetic methods. In this 
respect, it is essential to search for new methods to detect damage in the ropes. The RMF method 
can bring new possibilities to identify rope damage. During a very short operation of a steel rope 
in a hoist system of a drilling rig, the rope was significantly damaged. The wires of the upper 
layer of the cable strands were damaged. This damage was not caused by fatigue of the material; 
the analysis of the mechanical test results of the new rope revealed the fact that the rope was 
manufactured in another rope grade – different from the class declared by the manufacturer. It 
was also found that the wires of the top layer reporting damage were made of wires of different 
rope grades. Mixing wires of low and high strength in the upper layer of the rope strand caused 
different straining of wires in the specific (given) layer; thus, wires having lower strength begun 
to release from the strands and deform, which led to the development of fractures at the weakened 
places. 

There are a number of publications in the literature regarding the analysis of damage occur-
ring in flat specimens identified by the RMF method. For example, damage identification, but 
only in flat, tensioned 12mm thick specimens, was analysed in the work (Shui et al., 2015). The 
places where the normal component Hn is zero indicated damages to the specimen.

The RMF method also allows the identification of stress concentration zones. An article 
(Shuchun et al., 2015) discussing the dependence of the occurrence of stress concentration zones 
in the 3 and 4-point bending test on the distribution of Hp and Hn components, as well as the 
reduced stress according to the Huber-Misses-Hencky hypothesis, is an interesting work on this 
subject.

The residual magnetic field method is used in the diagnostics of ferromagnetic structural 
elements. It allows for the location of cracks, microcracks, closed cracks, which are difficult to 
locate by traditional methods. Knowing the previous magnetic image of the examined element, 
it is possible to detect places of stress concentration before the occurrence of cracks or microc-
racks. This is one of the few methods that “a priori” indicates dangerous places in the structure 
(Hailong et al., 2017). To promote study in this area, the magnetic gradient tensor (MGT) of the 
self-magnetic leakage field (SMLF) on the fracture zone of crack and stress concentration was 
measured using a 2 or 3-axis magnetometer. The magnetomechanical model supplemented by 
FEM analyses is presented in the work (Pengpeng et al., 2017)

The underlying mechanism behind MMM has been explained in the literature, but the sen-
sitivity to stress concentration has not been satisfactorily investigated. In the paper (Zhichao et 
al.,2017), both the normal and tangential components of the stress-induced MMM signal were 
measured by permanently installed magnetic sensor arrays on specimens made from three grades 
of L80 alloy steel and 20 other structural steels. A theoretical study on the method of metal mag-
netic memory was included in the works (Wang et al., 2010; Bulte et al., 2002). A hypothesis of 
how stress or the stress state affects selected ferromagnetic material properties was presented. 









84

– memory cards that allow to record measurement results for about 1-15 days without the 
need to transfer data to a computer. The basic measuring range of the TSC device for the 
component of the residual magnetic field Hp for each of the 12 channels is ±2000 A/m. 
An unquestionable advantage of this device is its low weight of 0.6 kg. A classic magnetic 
measuring head weighs 60 kg.

Fig. 2. Measuring head for testing ropes

The accuracy of the measurements is influenced by the size of the gap between the rope and 
the tops of the Hall-effect sensors. We should strive to make the gap as small as possible and the 
same for all 4 sensors. In practical measurements, the size of the gap is a compromise between 
unevenness of the rope diameter and the previously mentioned gap minimisation. In practice, 
this gap is about 1mm. The tests were conducted in laboratory conditions under specified thermal 
and environmental conditions and constant magnetic conditions (no external disturbances to the 
magnetic field). The impact of these factors on the accuracy of the tests can be considered as 
irrelevant.

Description of damages in the rope

The main essence of the experiment was the introduction of various types of damages in 
precisely defined places along the length of the tested rope. In the next stage, the rope was mounted 
on a test stand consisting of two pulleys. Earlier, the rope ends were braided at the length L. The 
tested rope is a loop that moves around driven by a wheel. The purpose of the test was to identify 
damages introduced into the rope by the RMF method and to validate the tests by a classic rope 
test method requiring strong magnetisation. The view was also verified that earlier tests using 
strong magnetisation would prevent the test by a method using its own residual magnetic field. 
To this end, the sequences of the course of the experiment were determined as follows:

1) The first phase covered tests that did not require strong artificial magnetisation, i.e. using 
the RFM method,

2) In the second one, classic tests by the MTR method were conducted,
3) The last one covered another test by the RMF method.
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The following damages were introduced in the rope at places defined by the distance from 
the starting point:

– rope strand in the core – 2 damages at the length of 0.5 m,
– splice – 7 damages at the length of 5.9 m,
– metal ball in the core with a diameter of 3 mm,
– two wires cracked in 12 places at the length of 2.35 m,
– four wires cracked in 6 places at the length of 2.45 m,
– six wires cracked in 4 places at the length of 2.40 m.

The test of the normal and tangential components of the residual magnetic field around the 
rope was conducted with the use of 4 sensors shown in Fig. 3 as S1-S4. The sensors marked 
with odd numbers S1 and S3 were placed horizontally in relation to the rope, while the even 
sensors S2 and S4 were placed vertically. The measuring head was constructed in such a way 
that it was able to rotate 45 and 22.5 degrees in relation to the rope axis. Each sensor measured 
two components, tangential and normal.

Fig. 3. Diagram of the location of the sensors in the measuring head

During the measurement, 8 components of the residual magnetic field were recorded:
– Hp1, Hp3, Hp5, Hp7 – tangential components,
– Hp2, Hp4, Hp6, Hp8 – normal components.

During the test, the head is fixed on a special tripod while the rope moves.

4. Rope magnetic test results

As a result of the measurements conducted, distributions of individual components of the 
residual magnetic field were obtained. The rope does not have to be specially prepared for the 
test. Distribution of the RMF tangential component recorded for the sensor S1 is shown in Fig. 4. 
This probe recorded precisely all 32 damages in the tested rope. In the graph, they are in the form 
of clear impulse changes in the tangential component value. The image of two wires cracked in 
12 places in the middle part of the rope is in the range of 12,500-15,000 mm in the form of 12 im-
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pulses in the middle part of the figure. In the final part of the graph, there are 4 “peaks” with 
values of –170 to –230 A/m corresponding to 6 wires cracked in 4 places. The next 6 “peaks” 
unequivocally identify 6 wire cracks at the length of 2,400 mm. The impulse for the x-coordinate 
value approx. 10000 mm from the value of –200 to 230 A/m is a magnetic image of a steel ball 
placed in the rope core with a diameter of 3 mm. The remaining 7 impulses at the length of 
5,800 mm to 8,750 mm reflect the effect of the rope splice on the tangential component distribu-
tion, the values of which are in the range –600 to 100 A/m. The initial part of the graph concerns 
2 damages located in the rope core. It should be emphasised that all the damages introduced into 
the rope have been precisely located and exactly coincide with the damages in the tested rope.

Fig. 4. Distribution of the tangential component along the tested rope

Then, tests on the rotation of the measuring head by 45 and 22.5 degrees in relation to the 
vertical axis of the rope were conducted. The results of measurements of the tangential compo-
nent distribution from the S1 sensor for the case of rotation by 45 are shown in Fig. 5. It can be 
observed that the upper recorded values of the tangential component have grown from 230 to 
approx. 400 A/m. Signals induced by individual damage groups are stronger. Identification of 
individual damages is as precise as for the 0-degree position.

Fig. 5. Distribution of the tangential component along the tested rope for the case of rotation 
of the measuring head by 45°
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Rotation by further 22.5° did not significantly change the magnetic image of the tested 
rope (Fig. 6).

Fig. 6. Distribution of the tangential component along the tested rope for the case of rotation 
of the measuring head by 22.5°

The distribution of the normal component recorded with the S1 sensor is shown in Fig. 7. It 
can be noticed that 32 damages introduced into the rope cause a similar distribution of the normal 
component as in the previous graphs showing the distribution of the tangential component. The 
tangential component allows precise location of damages in the rope. It can be observed that the 
values of the normal component in relation to the tangential component are much higher. They 
are in the range of 2700 A/m to –2500 A/m. These are values exceeding the measuring range 
of the device. This is due to the repeatedly conducted test by a classic magnetic method that 
requires strong magnetisation of the rope to identify magnetic field disturbances. This indicates 
that multiple early magnetisations of the rope does not limit the identification of damages in the 
rope by the RMF method, on the contrary, it strengthens the magnetic image.

Fig. 7. Distribution of the normal component along the length of the rope

In the assessment of the damages to the rope, in addition to the analysis of distributions of 
the normal component, in particular, in places where the value of the component Hn = 0 (microc-
rack, crack, discontinuity), analyses of tangential component distributions, where places of local 
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Fig. 9. Distribution of normal and tangential components for the damage No. 4

Fig. 10. Distribution of normal and tangential component gradients for the damage No. 4

Fig. 11. Image of the damage No. 4 by the classic magnetic method
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5. Industrial research

The test covered a hoisting rope of a mountain cable car with the following parameters:
– construction: SF + 6(1 + 7 + 7 + 7 + 14), load carrying cross section: Fn = 588 [mm2]
– rope diameter: 38 [mm]. 
The classic magnetic method with strong magnetisation and the RMF method were applied. 

The test results of the splice area by the RMF method are shown in Fig. 13. The highest values of 
the normal component can be observed at the beginning and at the end of the splice. The Hn values 
reach 1800A/mm. Higher values also mean larger strain in the rope wires in this area. In the remain-
ing part of the rope, the values of the normal component are in the range of –500 to 500 A/mm.

When comparing the results obtained by the RMF method with the results using the classic 
magnetic method, it can be concluded that both methods are equally as precise at identifying the 
rope splice. They indicate characteristic peaks in the same places, Fig. 12-13. The RMF method 
also indicates a larger strain or level of reduced stress in the starting and end coils of the splice. 

Fig. 12. Distribution of RMF component values in the rope splice

Fig. 13. Magnetic image of the rope splice by the classic magnetic method



91

An important advantage of the RMF method, especially during field studies, is a much lighter 
measuring head (about 40 times), no magnetisation required, and preparation of the rope surface. 
This makes the RMF method less time-consuming and, which is important, less cost-intensive at 
the same time. At the present stage of the development of rope tests by the RMF method, one can 
speak about its qualitative image. Conducting further intensive research from the beginning of 
the rope operation, consisting in recording its magnetic image related to the degree of rope strain 
and creating an appropriate database of magnetic images can give a quantitative image of RMF 
tests in the future. It is, therefore, necessary to create databases of magnetic images of individual 
types of ropes depending on the load and operation time. The process of creating these bases can 
be accelerated by laboratory tests, where a given type of rope will be loaded with a real fatigue 
load spectrum combined with simultaneous monitoring of the magnetic image of the tested rope.

6. Conclusions

The use of the Metal Magnetic Memory method (Residual Magnetic Field) enabled the 
diagnostics of the technical state of the tested rope. The tests clearly showed 32 damages intro-
duced earlier into the rope, which were also identified by the classic magnetic MTR method.

The MPM method has a number of important advantages in relation to the classic MTR 
method, which can include:

– no need for artificial magnetising of the tested object, 
– no need to clean the tested element,
– less complicated measuring equipment,
– ease of testing,
– owing to different types of measuring heads it is possible to test various types of elements 

made of ferromagnetic materials,
– a significantly lower weight of the MPM test head (1.5 kg) than the head used in the 

MTR test (60 kg).

The RMF method offered in the work to identify damages in a rope is an interesting addi-
tion to the classic magnetic methods used. It allows a precise identification of damages in the 
rope and location of the splice. The special head presented in the work, with 4 sensors spaced 
evenly every 90 degrees, has been proved useful in both laboratory and industrial tests. The 
entire head can be rotated by any angle in relation to the global reference system. The head is 
universal because it is possible to conduct tests of ropes with different diameters. With the RMF 
method, it is possible to detect places of material defects or stress concentration zones already 
at the stage of their formation, which is very important in order to detect damage at an early 
stage of its development. It is also of great importance that the time of diagnostic tests is short, 
which translates into the low cost of such tests. The conducted laboratory and field experiments 
confirmed the possibility of early detection of damages in a rope by the RMF method. 
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