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The intent of the author is to draw attention to the gravity of the factor
of integrating nonlinear numerical analysis with an experiment - in a broad
sense of this word. Then, this paper presents a methodology that can be used
for assessment and current improvement of numerical models thus ensuring
correct interpretation of results obtained from nonlinear numerical analyses
of a structure.
The proposed methodology is based on carrying out experimental exami-
nation of selected crucial elements of load-carrying structures parallel with
their nonlinear numerical analysis. Special attention is paid to factors deter-
mining proper realization of adequate experiments with emphasis placed on
the role which the model tests can play as a fast and economically justi�ed
research tool that can be used in the course of design work on thin-walled
load-carrying structures.

The presented considerations are illustrated by an example structure,
whose degree of complexity and deformation range is characteristic for
modern solutions in the design of airframe load-carrying structures. As a
representative part of the construction design, we selected a fragment of a
load-carrying structure containing an extensive cutout, in which the high-
est stress levels and gradients occur in the conditions of torsion resulting
in post-buckling deformation states within the range of permissible loads,
was selected. Stress distributions observed within that range of deformation
constitute a basis for determination of the structure’s fatigue life.

2. Subject and scope of research

The subject of the research was a thin-walled open-section cylindrical
shell sti�ened by means of longitudinal stringers (Fig. 1b), which model a
zone with an extensive cutout (e.g. cockpit in an airframe structure). Such
zones are usually joined with neighboring closed-section structural elements
of cylindrical or slightly convergent shape. The planes of the joints determine
boundary conditions eliminating the possibility of free deplanation of the
outward sections.
A dimensioning form of load applied to the structure that, in the range of
permissible load levels, can lead to loss of local stability of the shell, is
the torsion retaining the character of a constrained one because of boundary
conditions.
In order to determine the e�ect of longitudinal sti�ening members on tor-
sional rigidity within the full range of the analyzed deformations, structures
with three, �ve and seven stringers were examined.
In the course of experimental work, photographic registration of subsequent
deformation phases was carried out with simultaneous recording of vales of
the torsion angle as the parameter enabling development of a representative
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a) b)

Fig. 1. (a) An example of extensive cutout in the airframe structure; (b) isolated, critical fragment
of the structure

equilibrium path. The tests were carried out both in sub-buckling range and
in advanced post-buckling deformation states.
In order to determine the stress �eld in post-buckling deformation states that
could constitute a basis for numerical analysis of the structure’s fatigue life,
we developed a numerical model based on the �nite elements method, for one
of design solutions, was developed. The �nal shape of the model was devel-
oped on the grounds of comparative analysis of deformation patterns and the
nature of representative equilibrium paths that were obtained experimentally
and numerically.

Fig. 2. Schematic geometry of the structure
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3. Experimental research

Three variants of the examined structure, di�ered by the number of
stringers were used. In the �rst variant, the structure was reinforced with
three stringers, in the second one { with �ve, and in the third variant { with
seven stringers. To reproduce boundary conditions ensuring torsional rigidity
of the structure corresponding to the constrained torsion, both end sections
of the shell were provided with 20 mm plates. Schematic diagram of the
experimental setup is shown in Fig. 3.

Fig. 3. Schematic diagram of the experimental setup

The structure was made of polycarbonate, for which the tensile strength test
was carried out and material constants determined, i.e. Young’s modulus E =
3000 MPa and Poisson ratio � = 0.36.
Fig. 4 shows the characteristic of the above-mentioned material correspond-
ing to one-dimensional tensile stress. Clearly visible elastic and inelastic de-
formation zones suggest the possibility that the actual material characteristic
can be approximated by an ideal elastic-plastic model. Moreover, because
of low value of its elasticity modulus (by two orders of magnitude lower
than that of steel) it was possible to carry out experiments at low values of
external loads.



COUPLING EXPERIMENT AND NUMERICAL ANALYSIS IN THE STUDY... 335

Fig. 4. Tensile stress plot for polycarbonate sample

The choice of the material, apart from the above-mentioned physical char-
acteristics, was also justi�ed by its high optical activity thanks to which it
became possible to obtain qualitative information about optical e�ect distri-
bution in circular polarization conditions. The Joints joints between the shell
and the stringers were realized by means of steel bolts spaced 20 mm apart.
In order to avoid possible assembly stress at bolt joints, continuous obser-
vation of isochromatic fringe pattern �elds in the vicinity of each bolt was
performed throughout the whole assembly work. A view of the experimental
stand with the model mounted on it is presented in Fig. 5a.

Fig. 5a. Experimental setup with the model �xed and ready for tests
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Fig. 5b. Distribution of isochromatic fringe patterns in vicinity of bolts subject to control during
assembly

4. Structure reinforced with three stringers

The experimental work started with the structure reinforced by means
of three stringers. The experiment was carried out with the load controlled
by means of gravitational method ensuring good stability of load values. At
the same time, one performed measurements of maximum values of the tor-
sion angle. Based on these results, one determined a functional relationship
between the twisting moment values and the model torsion angles represent-
ing an equilibrium path for a selected representative degree of freedom (cf.
Fig. 6).
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Fig. 6. Representative equilibrium path { a model with three stringers

The �rst perceptible indications of loss of stability were observed in the
vicinity of frames and external stringers, at the twisting moment value of
Mt � 20 Nm, corresponding to a torsion angle of � � 2� (Fig. 6). While
the load was increasing, the post-buckling equilibrium pattern covered larger
and larger portion of the shell gradually reaching a global character.
Figures 7 and 8 present the initial phase of the loss of stability of the shell
corresponding to the moment values of Mt = 25 Nm and Mt = 35 Nm,
respectively.

It must be emphasized that the bifurcation-free character of the equilibri-
um path determined in the experiment was the result of the way in which the
model was loaded and the possibility to perform the measurements only in
steady-state conditions. Actually, the occurrence of large shell deformations
and changes in their forms are connected with the jumps, in the course of
which deformation increases although the load does not change. In fact,
one deals here with a number of bifurcation processes, while the obtained
equilibrium path represents the general character of dependence of the total
torsion angle vs. twisting moment.

Fig. 9 presents an advanced form of post-buckling elastic deformation
of the structure. The outward stringers were subject to signi�cant deection,
while the central stringer did not change its original form. The obtained de-
formations con�rm low torsional rigidity of the structure in advanced states,
therefore it can be concluded that the use of solutions based on small number
of stringers would be of little practical interest.
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Fig. 7. Beginning of local buckling, Mt = 25 Nm

Fig. 8. Subsequent post-buckling deformation phase, Mt = 35 Nm
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Fig. 9. Advanced post-buckling deformation, Mt = 60 Nm. Mt=60 Nm.
(structure with three stringers)

View from the inside. View from the outside

5. Structure reinforced with �ve stringers

Another variant subject to examination represented a shell reinforced by
means of �ve equally-separated stringers. The increase of the number of
stringers was aimed at examining the expected increase of torsional rigidity,
especially in advanced deformation states. As in the previous variant, the re-
sult of the experiment consisted in developing a plot showing the relationship
between the twisting moment and the structure’s torsion angle (Fig. 10).

Fig. 10. Representative equilibrium path { a model with 5 stringers

The representative equilibrium path (Fig. 10) shows that loss of stability
occurred here in a way similar to that observed in the case of structure
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Fig. 11. Initial phase of post-buckling deformation (structure with 5 stringers), Mt = 35 Nm

Fig. 12. Advanced post-buckling deformation phase (structure with 5 stringers), Mt = 75 Nm

with three stringers. The presence of additional stringers placed between the
outward ones and the central member (Figs. 11 and 12) did not have any
signi�cant e�ect on rigidity of the examined structure.

6. Structure reiforced with seven stringers

The increase of the number of stringers to seven resulted in a signi�cant
increase of torsional rigidity of the structure. A considerable change was
observed in the form in which the shell was loosing its stability, which
consistinged in a distinct increase of load on the stringers. The relationship
of the structure’s torsion angle vs. the twisting moment obtained in the course
of experiment is shown in Fig. 13. Post-buckling deformation patterns are
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presented in Figs. 14 and 15. The process of local buckling was initiated
in the vincinity of boundary stringers at twisting moment value of Mt = 33
Nm. Deformation of the shell proceeded smoothly. The experiment ended
after the twisting moment reached Mt = 110 Nm. It was found that the
largest deformations occurred in two outermost segments adjacent to the
shell edges. The presence of additional stringers resulted in a decrease of the
depth of the folds which, in fact, ment an increase of the system’s torsional
rigidity. Deformations of the shell and stringers in the central part of the
structure remained small compared to the deformations observed in the �rst
two variants.

Fig. 13. Equilibrium path { a model with 7 stringers

Fig. 14. Initial phase of deformation (structure with 7 stringers). Mt=55 Nm
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Fig. 15. Advanced post-buckling deformation pattern (structure with 7 stringers). Mt=110 Nm

Fig. 16 presents a comparison of three characteristics corresponding to
the three analyzed solutions of the structure design. In comparison with the
�rst two variants, the structure reinforced with seven stringers revealed a
signi�cant increase of torsional rigidity. For instance, at twisting moment
value Mt = 55 Nm, the torsion angle of the structure with three stringers
amounted to 20� compared to only about 6� in the case of the third variant.
The applied reinforcement shows therefore a signi�cant e�ect on the increase
of torsional rigidity as well as on the values and patterns of stress distribution
in the structure.

Fig. 16. Comparison of representative equilibrium paths
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7. Examination by means of optical polarization methods

Optical sensivity of the material of which the test structure was construct-
ed allowed for observation of distributions of optical e�ects in polarized
light. In the case of bending/membrane state occurring in post-buckling de-
formation conditions, the optical e�ect observed in circularly-polarized light
can not be identi�ed with isochromatic fringe patterns as the principal stress
axes can vary along the shell thickness. These e�ects are overestimated com-
pared to isochromatic fringe pattern values, and the degree of overestimation
increases with the increasing angle between the directions of principal stress-
esof bending and membrane states [10, 11,12]. The quantitative analyses of
the observed patterns can be biased with a signi�cant error. Nevertheless,
the observed optical e�ects represent a source of vital information useful
in determination of high stress gradients zones, and this information that
can then be particularly helpful when developing a numerical model aimed
at determination of stress �elds characteristic for advanced post-buckling
deformation states.

Figs. 17-20 present an example distributions of optical e�ects observed
in the examined models are.

Fig. 17. Optical e�ect distributions. A model with 3 stringers
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Fig. 18. Optical e�ect distributions. A model with 5 stringers

Fig. 19. Optical e�ect distributions { a model with 5 stringers
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Fig. 20. Optical e�ect distributions { a model with 5 stringers

8. Numerical analysis

In the non-linear numerical analysis of load-carrying structures, relations
between the set of static and of suitable them geometric parameters can be
presented in the form of matrix equation:

g = K�1(g) f ; (1)

where g is the set of geometric parameters describing the state of deforma-
tion of the structure that triggers o� loading, f constitutes the set of static
parameters and K is the sti�ness matrix dependent on the set of geometric
parameters determining the current state of deformation of the non-linear
constitutive relation and other factors.
In the considered issue, plastic strains were not observed in the whole range
of deformations during experimental studies (also after unloading). And so,
a linear constitutive relation was accepted, keeping the assumption about
invariance of the normal interval ("z = 0):

� = D" (2)

where � =
n
�x;�y; �xy; �yz; �zx

oT
is a vector of the stress state components,
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is the matrix of material constants, in which, one take into account the
inuence of shear strains on elastic energy of the shell using the corrective
ratio k=1.2, [16],
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is a vector of strain state components corresponding to the Green { Saint-
Venant tensor, and u, v, w are displacement components in the local coordi-
nate system x, y, z.

Numerical representation of nonlinear deformation of load-carrying struc-
tures are based on the assumption that, at any stage of the solution, the de-
formed system remains in the state of static balance. And so, for the de�ned
discrete system, it is possible to formulate the set of the equilibrium equa-
tions, which, when applied to the nonlinear structural analysis, formulated in
the displacement method, can be presented in the form of the matrix equation
of residual forces [5]:

r(u;�)= 0; (5)

where u is the state vector, containing displacement components of the struc-
ture nodes, which corresponds to the current geometric con�guration, � is
the matrix containing control parameters corresponding to the current level
of the loading, and r is a residual vector containing unbalanced components
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of the forces, corresponding to the current state of the structure deformation
[4,5]. The r vector represents the gradient of the total potential energy of the
system { � �(u;�):

r =
@�
@u
: (6)

It means that a zero increase of the potential energy is the condition
for the static equilibrium of the considered structure. The sti�ness matrix
K(g), corresponding to the current geometry con�guration, is the derivative
of vector r with respect to the components of the state vector u:

K =
@r
@u
: (7)

The components of the � matrix are expressed in the function of the �
parameter determined as the control parameter of the state. This parameter
is a measure of the increment of the loading, connected indirectly or directly
with a pseudo-time parameter { t. And so, the set of the equilibrium equations
(5) can be presented in the form:

r(u; �) = 0; (8)
The above equation is determined as a single-parametric equation of

residual forces. Its solution presents the determined number of the subse-
quent states of structure deformation. For every state, there is a combination
of changing control parameters, connected with loading of the structure,
expressed by the single control parameter { �.

The process of the incremental step transition, from the current state
to the next one, is initiated by the change of the control parameter, which
corresponds to the new structure geometry, determined by the new state
vector. The turn from the current state to the next, presenting incremental
step, is initiated by the change of the control parameter, which the new
geometrical con�guration of the structure, described by a new state vector,
corresponds to.

The development of numerical methods, reected that were applied in the
contemporary algorithms, included in professional, commercial software, es-
tablish resulted in two basic kinds of methods of determining the subsequent
equilibrium states. The �rst, and the basic group, are purely incremental
methods, the so-called prognostic method. The second group are the correc-
tive methods, called the prediction-correction or prediction-iteration methods.
The methods belonging to the �rst group are characterized by a limited, of-
ten unsatisfactory accuracy of the results they yield. A corrective phase is
introduced mainly in order to reduce the solution error and to allow to deter-
mining the critical points on the equilibrium path. It provides the possibility
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of analysis of the structure in advanced deformation states. The common
feature of both kinds of methods, is the presence of the incremental phase.
The essence of the solution procedure of non-linear problem is that during
the transition from the n state to next { n+1, the undetermined quantities
are:

�un = un+1 � un and ��n = �n+1 � �n : (9)

In order to determine that these quantities, it is necessary to formulate ad-
ditionally equation, called equation of incremental control or equation of
constraint equation:

c(�un;��n) = 0; (10)

The basic component of the incremental phase constitutes the prognostic
step. It determines the point in the state hyperspace, corresponding to the
subsequent geometrical con�guration of the system, determined by de�ning
the increment �u for the assumed ��, under the assumption that equation
(10) is satis�ed. The error of the solution in the particular incremental step
depends on the constraint equation. The important thing is that in every
subsequent incremental step, the value of total error can increase, which is
determined as the drift error. The corrective phase ensures that this error is
minimized.

The basic method of the solution of non-linear problems is the Newton
{ Raphson method [2,14,16]. There is a number of variants, which consti-
tute the so-called family of the Newton-like methods. The essence of these
methods consists in expanding the equations of residual forces r=0 and in-
cremental control c=0 into Taylor series.
Assuming that in the \k-th" step of the iteration one obtains the values uk

and �k, the mentioned equations can be presented in the form:

rk+1 = rk +
@r
@u

� d +
@r
@�

� � +W.R. = 0; (11)

ck+1 = ck +
@c
@u

� d +
@c
@�

� � +W.R. = 0; (12)

where

d = uk+1 � uk; � = �k+1 � �k (13)

The terms W.R. located in both equations represent negligible residual
values of higher orders. In the following iterative process, the consecutive
values of d and � are determined, in reference to which one checks the
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condition of convergence for the assumed tolerance. The set of solutions,
obtained by solving the nonlinear system of algebraic equations with respect
to unknown nodal displacements for the determined range of loading, gives
the base to create an equilibrium path. This path, as the relationship between
the static parameters corresponding to the load of the structure and the ge-
ometric parameters associated with displacements of the nodes, constitutes
a hyper-surface in a multidimensional space, where number of dimensions
corresponds to the number of degrees of freedom of the system. In practice, in
order to present the equilibrium path in a two-dimensional coordinate system,
one creates the relations between the control parameter and the representative
state parameter are.

In the considered issue, one accepted the maximum values of torsion
angle of the structure and the twisting moment of a couple of the forces,
acting on the frame closing the boundary section as representative parame-
ters for determining the equilibrium path. As a base of the analysis process,
one applied the Newton { Raphson method and the corrective strategy based
on arc-length control concept formulated by Riks { Wempner [11,16]. The
attempts to apply the Newton { Raphson method without the correction
phase, did not allow for obtaining a convergent solution. Reliability of the
obtained results was assessed by comparing the equilibrium path to the result
of experiment, as well as assessing the compatibility of deformations obtained
in the numerical way and those obtained experimentally. Information from
both of these comparisons suggesting the necessity of making multiple cor-
rections in the numerical models. Creating those such models, one took into
consideration a number of factors resulting from the necessity to retain some
features of the real structure. Most important was to use a correct set of
�nite elements to make an appropriate simpli�cations in the geometry of the
modeled structure and to appropriate reproduce the boundary conditions. In
order to meet the above requirements, it was necessary to perform a number
of numerical tests. Fig 21 illustrates the concept of boundary conditions re-
production, according to which the nodes �xing the structure are represented
by two constraint points with blocked translational and rotational degrees
of freedom. This corresponds to the real manner of �xing the structure by
means of two bolts fastening one of the outward frames to the test stand.

Nonlinear numerical analyses were performed using the MSC MARC-
2007 software package. Several model versions of the structure, with three
stringers, and with various ways of reproduction of stringers and their joints
with the shell were created.

In all cases, the shell was modeled using a curved, quadrilateral, thin-
shell element. This is was an isoparametric, double-curved thin-shell element
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Fig. 21. Schematic diagram of model �x and load

using bicubic interpolation functions, based on Koiter-Sanders shell theory.
There are the following 12 degrees of freedom at each node:

u;
@u
@�1
;
@u
@�2
; v;
@v
@�1
;
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; w;
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;
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;
@2u
@�1@�2

;
@2v
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;
@2w
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;

where (�1; �2) denote Gaussian coordinates on the middle surface of the
shell. Large deformation analysis allows the Lagrangian description. Large
deection terms corresponding to the stretching strains were introduced. This
approximation is acceptable for nonlinear buckling analysis.

The frames, and in some cases the stringers, were modeled using bilin-
ear, four-node thick-shell element with global displacement and rotations as
the degree of freedom. Bilinear interpolation was used for the coordinates,
displacement and the rotations. The six degrees of freedom per node are as
follows:
u, v, w { displacement components de�ned in global Cartesian x,y,z { coor-
dinate system,
�x;�y;�z { rotation components about global: x, y, z { axis respectively.

In order to reproduce the structure sti�ness ensuring compatibility with
experiment results, three kinds of elements were applied for the modeling
the stringers: bilinear thick-shell element, elastic beam element and three-
dimensional arbitrary-distorted brick elements.
Elastic beam with transverse shear is a straight beam in space which includes
transverse shear e�ects with elastic material response. Linear interpolation
iwas used for the axial and the transverse displacements as well as for the
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rotations. The output section forces are output aswere: the axial force, local,
Tx Ty { shear forces, bending moments about the x, y { axes of the cross
section respectively, torque moment about the beam axis.

The three-dimensional arbitrary-distorted brick element is an eight-node,
isoparametric, arbitrary hexahedral. As this element uses trilinear interpola-
tion functions, the strains tend to be constant throughout the element. The
element can be used for all the constitutive relations. There are three global
degrees of freedom: u, v, w { at each node. In the one of the models,
joints between stringers and the shell were reproduced in a discrete way, by
means of beam-type elements, with a simultaneous use of contact preventing
elements interpenetrate in advanced deformation states. In other cases, joints
of continuous kind were used. The results of calculation show that the way
in which the joints between shell and stringers were modeled, had little in-
uence on the character of e�ective stress distribution in the structure shell.
Moreover, the model with discrete joints is characterized by high complexi-
ty, which { as it was proved in numerical tests - makes the convergence of
nonlinear analyses much more di�cult to obtain and leads to deformation
patterns incompatible with those obtained in the experimental way in the
post-buckling range.

Fig. 22 presents comparison of e�ective stress distribution according to
Huber-Mises-Hencky criterion in the pre-buckling range, for the models with
stringers constructed of 3D elements and joints realized by means of two
di�erent methods.

Fig. 22. Comparison of stress distributions in the middle layer according to HMH hypothesis
obtained for the discrete joints model (left) and the continuous joints model (right)

Conformity of deformations was obtained for two version of the mod-
els, with continuous joints. In the �rst one, the stringers made of three-
dimensional elements were used. In the second case, one applied one-dimen-
sional stringers, made of beam-type elements. Comparison of the calculated
deformation patterns corresponding to maximum load with the deformation
observed in the course of experimental investigation is presented in Fig. 23.
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Fig. 23. Post-buckling deformation patterns under the same load: (a) a model with stringers made
of 3D elements; (b) a model with stringers made of beam elements; (c) actual structure under load

For both models, the equilibrium paths representing the relationship of
twisting moment vs. torsion angle, complied with the similar ones, measured
experimentally. The comparison of equilibrium paths obtained by means of
numerical calculations with the results of experiment is presented in Fig. 24.

Fig. 24. Comparison of representative equilibrium paths: model1 { stringers of 3D elements;
model2 { stringers of beam elements

By comparing the values of the representative state parameter (torsion an-
gle) pertaining to speci�c values of the control parameter (twisting moment)
one can conclude that the maximum divergence between results obtained
numerically with those measured in the experiment for the highest applied
loads amounts to about 30%. As it follows from the above comparison of
the characteristics, the model reproducing sti�ness of stringers based on 3D
elements shows a better conformity with experiment than the model based
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on beam elements. The obtained convergence of equilibrium paths and de-
formation patterns allows us to conclude that stress distributions obtained as
the result of numerical analyses are close to the actual ones, and therefore
can be adopted as a basis for estimates concerning durability of the structure.
Fig. 25 presents comparison of stress distributions according to Huber-Mises-
Hencky hypothesis for di�erent deformation phases. The analysis of that
juxtaposition leads to the conclusion that in the post-buckling deformations
phase some signi�cant redistribution of stresses occur, and therefore the use
of simpli�ed calculation algorithms based on linearized analysis of stability
has no grounds in the case of structures of that type.

a) b) c)

a) 25% load � middle layer; b) 70% load � middle layer;
c) 100% load � middle layer

d) e) f)
Fig. 25. Stress distributions according to HMH hypothesis (a model with stringers represented by

beam elements): d) 25% load { external layer; e) 70% load { external layer; f) 100% load {
external layer










